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Phone: 1-800-445-8244
Web : AttachmentsCJJ.Com
http://www.attachmentscjj.com/html/rock-heavy.html

The finger tines have a 6” spacing which allow the gravel 
and small rocks to fall away while the larger rocks collect 
in the skeletal like bucket. The colleted large rocks ride in 
a curved shaped pocket, that helps them from 
rolling out freely. Tines are thicker than our other rock 
buckets, 0.5” vs 0.375”.

Shown here with tractor hook-up, also available with 
universal style skid steer mounting plate. 

Rock Bucket  - Heavy Duty Specifications
Part # 9000270 9000271 9000272 9000273
Description HD R62 INCH 

ROCK BUCKET
HD R68 INCH 

ROCK BUCKET
HD R75 INCH 

ROCK BUCKET
HD R82 INCH 

ROCK BUCKET

Inside Width 60½” 66½” 73½” 80½”
Overall Width 62” 68” 75” 82”
Inside Depth 38” 38” 38” 38”
Overall Depth 45½” 45½” 45½” 45½”
Overall Height 21½” 21½” 21½” 21½”
Approximate Weight Pounds 530 570 610 660
Approximate Shipping Weight 580 620 660 710
Tines, Sides & Top Cross Bar A36 Steel
Tine Spacing 6”
Tine Width ½”
Made in the U.S.A.                                        Specifications are subject to change without notice.
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